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High Capacity, Energy Savings and a Design in Harmony with Living Spaces

Raise the Value of Your Room to the Next Level.

Simple , Flat Design

MFZ-KJ25/35/50VE

Uneven surfaces have been smoothed to provide a simple design with linear beauty, harmonised with all types of interiors.
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realising a flat, stylish look
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Simple, symmetrical design

low-profile air inlet
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Ingenious structure realizing
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Removable base section é

Base can be removed to
accentuate the stylish
main body

Multi-flow Vane

Three uniquely shaped vanes control the airflow and allow the freedom to customize comfort according to preferences.

Air currents can be

‘-kcoﬂntrolled freely

Rapid heating \

Warm air is blown
out in a downward
direction and then
sucked back into
the unit to quickly
raise the tempera-

ture of the air ‘

being blown out.

Excellent Energy-saving Performance

SEER A*+*(25) and SCOP A* (25/35/50) ratings have been achieved
through development focusing on compliance with European ener-
gy-related product (ErP) regulations.
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When cooling

*The downward airflow is also possible as well as heating.

Weekly Timer
(Introduced in response to market demand)

Temperature settings and On/Off control can be managed over a
period of one week using the Weekly Timer. Up to eight setting pat-
terns per calendar day are possible.

Trouble-free Installation and Maintenance

Using the original installation plate that comes as standard equip-
ment, installation of the unit is a snap. Levelling adjusters are pro-
vided, preventing damage to the wall. Generous pipe length (20-30
metres) is provided, so there is no need to worry about distance to
the outdoor unit. All units are equipped with an automatic self-diag-
nostics function as well. Simply access the trouble log recall mode
for instant troubleshooting.



