
73

PSA SERIES
Installation of this floor-standing series is easy and quick. 
An excellent choice when there is a sudden need for an air conditioner to be installed. 

Quick and Easy Installation, Space-saving and 
Design That Compliments Any Interior

The floor-standing indoor unit is mounted on the floor, enabling quick installation. Its compact body requires only minimal space.

Built-in Remote Controller

Easy Operation with Built-in PAR-21MAA Remote Controller
Icon, letter and number visibility are improved with the adoption of 
a dot liquid-crystal display (LCD), and operation management func-
tions have been increased.

4-way pipe work connections enable greater freedom
in installation

Remarkable freedom in choosing installation sites is allowed 
by providing piping connection to the indoor unit in four 
places: left side, back, from underneath and on the right side 
of the unit. Even installation in the corner of a room is easy. 

• Multi-language Display
• Limited Temperature Range Setting
• Auto-off Timer
• Operation Lock
• Weekly Timer

Main Functions
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PSZ-RP KA Indoor Unit Combinations   Indoor unit combinations shown below are possible. 

Indoor Unit Combination

Power Inverter (PUHZ-ZRP/RP)

Distribution Pipe

Standard Inverter (PUHZ-P)

Distribution Pipe

For Single
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MSDD-50TR-E
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–
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For Twin For Triple For Quadruple

Outdoor Unit Capacity

50 60 71 100 125 140 200 250 71 100 125 140 200 250 140 200 250 200 250

PUHZ-P125/140

PUHZ-P140/200/250

PUHZ-P100

PUHZ-ZRP100/125/140

PUHZ-RP200/250
PSA-RP71/100/125/140KA

PSA-RP71/100/125/140KA

PUHZ-ZRP71

Joint Lap

71

Vector Sine Wave

71-140

Grooved PipingVector-Wave

DC Fan Motor

100-250

DC Scroll

Vector Sine Wave DC Rotary

100-140

100-140

Grooved PipingVector-Wave

DC Fan Motor

200/250

DC Scroll

PUHZ-ZRP140

 SERIES SELECTION

Indoor Unit Outdoor Unit

Remote Controller

Power Inverter Series

Indoor Unit

Remote Controller

Standard Inverter Series
Outdoor Unit

For Single

For Multi (Twin/Triple)

For Single

For Multi (Twin/Triple)
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Heat Caulking
Fixing Method

Built-in

Built-in
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